CONSTANTEMP SERIES SIZING CHART (GPM)

Inlet | Set Steam Pressure - PSIG Inlet | Set | gioam Pressure - PSIG
Temp | Temp Model Temp | Temp Model
°F °F 2 5 10 15 °F °F 2 5 10 15
15 15 15 15 1500L 15 15 15 15 1500L
29 30 30 30 300L 30 30 30 30 300L
22 25 27 35 F-340LDW 30 30 33 35 F-340LDW
105 44 45 45 45 4500L 105 45 45 45 45 4500L
40 to 58 60 60 60 600L 60 to 60 60 60 60 600L
110 54 60 62 65 F-640LDW 110 60 62 63 65 F-640LDW
73 75 75 75 7500L 75 75 75 75 7500L
87 90 90 90 900L, F-940LDW 90 90 90 90 900L, F-940LDW
102 105 105 105 10500L 105 105 105 105 10500L
116 120 120 120 1200L, F-1240LDW 120 120 120 120 1200L, F-1240LDW
14 15 15 15 1500L 15 15 15 15 1500L
27 30 30 30 300L 30 30 30 30 300L
22 25 27 35 F-340LDW 30 30 33 35 F-340LDW
41 45 45 45 4500L 45 45 45 45 4500L
40 120 54 60 60 60 600L 60 120 60 60 60 60 600L
54 60 62 65 E-640LDW 52 57 62 65 F-640LDW
68 75 75 75 7500L 75 75 75 75 7500L
81 90 90 90 900L, F-940LDW 90 90 90 90 900L, F-940LDW
95 105 105 105 10500L 105 105 105 105 10500L
108 120 120 120 1200L, F-1240LDW 120 120 120 120 1200L, F-1240LDW
10 11 12 14 1500L 12 13 14 15 1500L
20 22 24 27 300L 23 25 27 30 300L
22 25 27 35 F-340LDW 25 27 30 35 F-340LDW
33 38 41 44 4500L 40 42 44 45 4500L
40 140 46 54 58 60 600L 60 140 57 59 60 60 600L
54 60 62 65 F-640LDW 52 57 62 65 F-640LDW
58 68 73 75 7500L 71 74 75 75 7500L
69 81 87 90 900L, F-940LDW 85 88 90 90 900L, F-940LDW
81 95 102 105 10500L 100 103 105 105 10500L
92 108 116 120 1200L, F-1240LDW 114 118 120 120 1200L, F-1240LDW
10 10 11 12 1500L 10 11 12 14 1500L
17 19 21 23 300L 20 22 24 27 300L
20 21 23 25 F-340LDW 23 25 27 30 F-340LDW
29 34 37 39 4500L 35 38 41 44 4500L
40 150 40 49 53 54 600L, F-640LDW 60 150 49 54 57 60 600L
50 61 66 68 7500L 52 57 62 65 F-640LDW
60 73 79 81 900L, F-940LDW 61 68 71 75 7500L
70 86 93 95 10500L 73 81 85 90 900L, F-940LDW
80 98 106 108 1200L, F-1240LDW 86 95 100 105 10500L
— — — — 1500L 98 108 114 120 1200L, F-1240LDW
— — — — 300L — — — — 1500L
— — — — F-340LDW — — — — 300L
26 31 33 35 4500L — — — — F-340LDW
40 160 34 11 44 46 600L, F-640LDW 32 37 38 42 4500L
43 51 55 58 7500L 60 160 42 49 51 56 600L, F-640LDW
51 61 66 69 900L, F-940LDW 53 61 64 70 7500L
60 72 77 81 10500L 63 73 76 84 900L, F-940LDW
68 82 88 92 1200L, F-1240LDW 74 86 89 98 10500L
— — — — 1500L 84 98 102 112 1200L, F-1240LDW
— — — — 300L — — — — 1500L
— — — — F-340LDW — — — — 300L
16 17 19 21 4500L — — — — F-340LDW
40 180 21 23 25 28 600L, F-640LDW 22 25 29 33 4500L
26 29 31 35 7500L 60 180 29 33 39 44 600L, F-640LDW
31 34 37 42 900L, F-940LDW 36 41 49 55 7500L
37 40 44 49 10500L 43 49 58 66 900L, F-940LDW
42 46 50 56 1200L, F-1240LDW 51 58 68 77 10500L
58 66 78 88 1200L, F-1240LDW

To calculate the capacity of available alternate coils, multiply the capacity from
the table by the following factors: (Double wall only available in copper.)

Coil Materials (single wall only) Capacity Factor
Admirality 0.95
Cupro-nickel 0.81
Stainless steel 0.85
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