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AW SERIES REDUCING VALVES

APPLICATION DATA

AW SERIES
REDUCING VALVE

SIZES /4"
PRESSURES to 200 PSIG at 150°F

@ Air or Liquid Service
@ Tight Shutoff
©® Quiet Operation

MoDELS

@® AW___ -5-95 psi Range, Bronze, Air or Liquid Service

OPTIONS

® G — Pressure Gauge
® R — Relief Feature
® RG — Relief Feature and Gauge

@ Pilot Plants

@ Pressure Reduction

@ Laboratory Equipment
@ Process Machinery

VALVE RATINGS

For Sizing Capacity Tables see page 48

Valve Ends Pressure Temperature
ASME/ANSI PSIG (bar) °F (°Q)
BRONZE
B16.24 Class 200 (13.8) @ 450 (232)
SPRING PRESSURE RANGES*
AND TRIM MATERIAL

BODY INLET REDUCED | BODY MAIN

MAT'L PRESS. PRESS. & MAIN VALVE
CLASS | & SIZE & TEMP PSl/bar SEAT | VALVE | SPRING | DIAPHAGM
AW 10-200 psi 5-95 Bronze —
AWG (0.5-14 bar) | (0.3-6.5) with

Bronze 150°F rubber

1/4" (65°C) Bronze | disc Rubber

AWR |Threaded| 10-200 psi 5-95
AWRG | Ends |(0.5-14 bar | (0.3-6.5)
150°F
(65°C)

INCONEL*®

* Minimum differential inlet and outlet pressure 5 psi.
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AW SERIES
REDUCING VALVE

SPECIFICATIONS

Valve shall be single stage, self contained, spring and
diaphragm construction. Parts to be corrosion and wear
resistant, renewable and fully interchangeable in the field.

MATERIALS OF CONSTRUCTION

BOAY...oioi ASTM A283

UNS Alloy C37700
SBAL v Bronze
Main Valve............................ Bronze with Resilient Disc
Diaphragm.......coocviiiiiii Resilient

N

J - Threaded Pipe

DIMENSIONS inches (mm) AND WEIGHT pounds (kg)

B C
SIZE A AW & |AWR & D E F G H J WT.
AWG | AWRG
a 21346 4 478 1he6 134 178 3 258 a 10
(6) (7 (102) (124) (27) (44) (48) (76) (67) (6) (4.5)

-21-




This document was created with Win2PDF available at http://www.win2pdf.com.
The unregistered version of Win2PDF is for evaluation or non-commercial use only.
This page will not be added after purchasing Win2PDF.



http://www.win2pdf.com

