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Applications D U RA 'F L O
® Steam Lines ® Unit Heaters ln Ve rt e d

® Process Equipment @ Qil Preheaters
@ Steam Cookers @ Converters B k t
® Steam Heated Vats @ Coils uc e

® Pressing Machinery @ Rotating Drum Steam 1-"3

Pressures To 250 PSIG
Temperatures to 450°F

Withstands Severe Conditions
Heavy wall cast iron cover and
body provide many years of
trouble free service.

Easy to Maintain

Working parts lift out with
top for quick inspection
and maintenance.

Smooth Action and
Tight Shutoff

Stainless steel linkage, valve
and seats are precision
manufactured to insure
optimal performance.

Resists Corrosion |
Stainless steel bucket b
provides maximum |
service life with

minimum deterioration.

Ideal for

"Dirty"” Systems

Valve and seat located at
top of trap and stainless
steel strainers available on
most horizontal models
ensure long service.

Minimizes Effects of
Water Hammer

Open bucket design avoids
collapse typical of sealed floats.

Maximum Compatibility
with Existing Installations
Pressure change assemblies
are interchangeable with
Armstrong which guarantees
maximum flexibility when
stocking repair parts.

Suitable for Wide Variety

of Loads/Applications
Horizontal and vertical models in
thirteen body sizes are one of the
most comprehensive inverted
bucket trap lines available.
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