Y
STRAINERS

APPLICATIONS

e

250Y SERIES
CAST IRON, BRONZE, DUCTILE IRON
Y STRAINERS NPT, FLANGED
PRESSURES TO 500 PSIG (34.5 BARG)
TEMPERATURES TO 450°F (232°C)
® ASME Class 250 rated strainers

@ NPT and FF connections designed in accordance
with ASME B16.1, B16.15 and B16.4

@ One piece cast body

@ Upper and lower machined seats

® Steam, liquid, gas and oil service

® Power Industry
® Pulp & Paper

® Process Equipment
® Chemical Industry

® Metal & Mining
® Water & Waste

OPTIONS

® Generous screen area and properly proportioned
straining chamber to minimize initial pressure drop
while maximizing time between cleanings

@ Drain/Blow-off connection furnished with plug

MoDELS

® 250Y1T - Bronze or Cast Iron, NPT, Threaded Cover
® 250Y1P - Bronze or Cast Iron, BSPT, Threaded cover

@ Other perforated screens and mesh liners

® Other drain connections and gasket materials
® Oxygen cleaning
® Special internal / external coatings and linings
® Contact Factory for other Options

ApPPLICABLE CODES (Designed in accordance with)

® ASME B16.1
® ASME B16.4
® ASME B16.15

Canadian Registration - See appropriate Model pages

250Y Series Ordering Code

® 250Y2F - Ductile Iron, Flanged, Bolted Cover

Add'l
Inlet Size Model Body  Dash Perf  Mesh  Require-
m Material ments
| 0 4 0 0 - 5 0 Y F D - 4 _
1 2 3 4 5 7 8 9 11 12 13 14 15 16
Inlet Size - Dash - Position 5 Perf' - Position 14 Mesh"? - Position 15| | Add'l Requirements -
Position 1 - 4 | IModel - Position 6 - 11 304SS Material® Leave Blank Position 16
8823 - ?’g 250Y1T A - No Perf (std Y1T Bz If not Required Leave Blank
0075 - 3/4" 250Y1P All - std Y1T Cl <=2") (std Y2F) If not Required
0100 - 1" 250Y2F 1-1/32" 1-10 D - Special Drain Size
) . Body Material - B - 3/64" 2-20 F - Silicon Free
8128 - 11;4 Position 12 4-1/8" 3-30 G - Special Gaskets
0200 - 2" |, Cast on 2-118 4 - 40 T - Specil Testing
. - Bronze - 5_50 - Oxygen Cleaning
8588 5,1,/2 D - Ductile Iron 5-5/32" 6 - 60 Y - Other and / or
0400 - 4 Dash - Position 13 g - %g 7 - 80 Multiple Specials
" - 8 - 100
8288 ) g 8-1/4" 9-120 Indicate Specials
0800 g 9-3/8" Clearly On the Order
1000 - 10" 1. Standard Screens: Y1 Cast Iron 1/4"-2"—20 mesh, Y1 Cast Iron 2'4"-3"—3/64" perf,
1200 - 12" Y1 Bronze 1/2"-1"—30 mesh, Y1 Bronze 1%4"-3"—20 mesh,
1400 - 14" Y2 Ductile Iron 2"-3"—3/64" perf, Y2 Ductile Iron 4"-12"—1/8" perf.
1600 - 16" 2. For other screen material, consult factory.
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250Y1 SERIES
CAST IRON Y STRAINERS NPT

SPECIFICATION

Y Strainer shall be straight flow design with NPT inlet/outlet connections.
The strainer shall be rated to ASME Class 250 designed in accordance
with ASME B16.4. The Strainer shall be cast iron body and the screen shall
be size perf / mesh 304 SS. The strainer shall be have an inlet size
of and Open Area Ratio of . The Y Strainer shall be SSI
250Y1 Series.

MATERIALS OF CONSTRUCTION

BOAY A126-B
CapP/COVET i A126-B
SCrEEN . 304 SS
PIUG? A126-B
Gasket' .. Graphite

1. Recommended Spare Parts
2. Materials of equivalent strength may be substituted

Canadian Registration - OE0591.9C
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Y
STRAINERS

Connections: 1/4" - 3" NPT

SCREEN OPENINGS

STANDARD
SIZE SCREEN | MATERIALS
1/4"- 2" | 20 Mesh 304 SS
26"- 3" | 3/64" Perf 304 SS

DIMENSIONS inches (mm)

AND WEIGHTS pounds (kg)
SIZE A B C E |WEIGHT
% 3 % 2 3% % 1.50
(8) (81) (50) (80) ®) (.70)
% 3% 2 3% % 1.50
(10) (81) (50) (80) ® (.70)
% 3% 2 3% % 1.50
(15) (81) (50) (80) ® (.70)
% 3% 2"%hs 3"%he % 2.50
(20) (95) (68) (94) (10) (.50)
1 4 3 3'%he % 3.00
(25) (102) (62) (94) (10) (1.4)
1% 5 3%hs 5%e % 6.00
(32) (127) (87) (129) (20) (1.4)
1h 5% 3%%, 5% % 8.00
(40) (146) (96) (146) (20) (3.6)
2 7 4%, T% 1 14.00
(50) a78) | (110) (184) (25) (3.6)
2% 9% 6% 8% 1h 29.0
(65) (235 | (155) (222) (40) (10)
3 10 7% 9 1h 38.0
(80) (254) | (188) | (2.29) (40) (13.6)

Dimensions shown are subject to change.
Contact factory for certified prints when required.
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