
Connections:
1" x 1" to 3" x 2" Screwed

Pump shall be a pressure vessel drainer operated by steam, com-
pressed air or other pressurized gas to 250 psig. Body shall be fab-
ricated steel ASME code to 250 psi or cast ductile iron. Pump
mechanism shall be all stainless steel without external packing or
seals. When requested, unit shall be equipped with an external
cycle counter, sight glass and insulating jacket.

MAXIMUM OPERATING CONDITIONS

PMO: Max. Operating Pressure 250 psig (17.2 barg)
TMO: Max. Operating Temperature 400°F ( 204°C)
PMA: Max. Allowable Pressure 250 psig (17.2 barg)
TMA: Max. Allowable Temperature 400°F (204°C)

MATERIALS OF CONSTRUCTION

Tank Weldment Steel or Ductile Iron
Trip Mechanism w/Flange Stl/SS
Gasket Graphite
Bolt, Hex Head Steel
Nameplate Aluminum
Drive Screw Steel
Pipe Plug, 1/2" NPT Steel
Water Level Gage Bronze
Inlet Reducer Steel
Inlet Nipple Steel
Inlet Check Valve Bronze/Stainless Steel
Outlet Reducer Steel
Outlet Nipple Steel
Outlet Check Valve Bronze/Stainless Steel

OPERATING CHARACTERISTICS

Pump Discharge per Cycle: 8.8 - 11 Gal
Max. Instantaneous Discharge Rate: 90 GPM

(w/2" outlet check)
Steam Consumption: ~3 lbs per 1000 lbs.

of hot condensate
pumped

Air Consumption: ~100 SCF per 1000
lbs. of liquid pumped

Recommended Filling Head: 12"

Canadian Registration # 1351.9C

P3 PISTON POWER
CLASSIC

HORIZONTAL PUMP
SPECIFICATION

Exhaust outlet: 1/2" NPT
Motive inlet: 1/2" NPT

†Allow additional 21" clearance for maintenance.

STEEL DIMENSIONS

SIZE

INCHES (mm)
WEIGHT
lbs(kg)A B C D E F
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P3 CLASSIC HORIZONTAL PUMP PARTS LIST

Parts List Classic Horizontal

Item No. Description Material 1" x 1" 1 1/2" x 1 1/2" 2" x 2" 3" x 2"

Classic Horizontal Pump Tank Steel 0014184 0014184 0014184 0014184

P3 Mechanism w/Flange, w/o Cycle Counter Steam service 6939903 6939903 6939903 6939903

Air service 6939923 6939923 6939923 6939923

P3 Mechanism w/Flange, w/ Cycle Counter Steam service 6939913 6939913 6939913 6939913

Air service 6939933 6939933 6939933 6939933

Gasket Graphite 0621230 0621230 0621230 0621230

Bolt, Hex Head Steel 05-17571-00 05-17571-00 05-17571-00 05-17571-00

Nameplate Aluminum 0028418 0028418 0028418 0028418

Drive Screw Steel 0028250 0028250 0028250 0028250

Pipe Plug, 1/2" NPT Steel 0000194 0000194 0000194 0000194

Water Level Gage Bronze 0018135 0018135 0018135 0018135

Inlet Reducer Steel 05-15043-00 05-15042-00 05-15123-00 -

Inlet Nipple Steel 05-02807-00 05-15404-00 05-15121-00 05-15416-00

Inlet Check Valve Bronze 0016315 0016314 0016313 0016312

Stainless Steel 0016294 0016295 0016292 0016293

Outlet Reducer Steel 05-15448-00 05-15449-00 - -

Outlet Nipple Steel 05-02807-00 05-15404-00 05-15121-00 05-15121-00

Outlet Check Valve Bronze 0016315 0016314 0016313 0016313

Stainless Steel 0016294 0016295 0016292 0016292

15 Motive Strainer Stainless Steel 0050-300Y1TT-A8 0050-300Y1TT-A8 0050-300Y1TT-A8 0050-300Y1TT-A8

Cycle Counter 0016343 0016343 0016343 0016343

Insulating Jacket 0014216 0014216 0014216 0014216
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